
Diamond Plate Protection®www.duragardoil.com 
Made in USA with domestic and imported products. 

Product Code: DURSUPSYN0W40

Customer Benefits with DIAMOND PLATE PROTECTION®

* Meets or exceeds OEM specifications for worldwide warranty 
requirements for all US and European automotive gasoline engines 
currently in use. 

* Engineered to improve fuel mileage and to maximize horsepower and 
acceleration and handle the most extreme conditions.

* 100% pure synthetic oils for long lasting engine protection and 
performance.

* Formulated for use in vehicles operating on ethanol-
containing fuels up to E85.

* Meets or exceeds API, SN Plus and ILSAC GF-5 requirements.

Product Containers Available:
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Duragard® Super Diamond Syn® 100% Synthetic SAE 0W-40 Motor Oil is a premium synthetic 
formulation using the most advanced additive technology available to meet the latest fuel economy 
standards while exceeding the ILSAC GF-5 stringent specifications for wear control, piston deposits, 
cleanliness, varnish and sludge, oxidation control, and emission system and seal compatibility.

Duragard® Super Diamond Syn® 100% Synthetic SAE 0W-40 Motor Oil is an API SN and ILSAC 
GF-5 Resource Conserving Performance 0W-40 Motor Oil and is specifically designed for use in US 
and European high performance gasoline engines, but may be used wherever a SAE 0W-40 ILSAC 
GF-5 and API-SN or previous specifications are called for. This SAE W-40 oil meets or exceed the 
requirements of: ACEA A3/B4, BMW Longlife-01, Mercedes-Benz MB 229.3, 229.5, Porsche A40, 
Renault RN0710, RN0700, Volkswagen VW 502 00, and Volkswagen VW 505 00 series oils.

55 gal.30 gal.5 gal.2.5 gal.
2 pack
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Typical Physical Specifications:
SAE GRADE 0W-40
Product Code:  DURSUPSYN0W40

INSPECTION INFORMATION      TEST METHOD  TYPICAL VALUE
Viscosity @ -35°C, cP     ASTM D5293   6000
Viscosity @ 40°C, cSt     ASTM D445    80
Viscosity @ 100°C, cSt     ASTM D445    14
Viscosity Index       ASTM D2270   180
Color         ASTM D1500   2
Flash Point, COC, °C      ASTM D92    250
Flash Point, COC,  °F      ASTM D92    482
Pour Point °C       ASTM D97    -42
Pour Point °F       ASTM D97    -43
Gravity, @ 15.6°C        ASTM D4052   0.85
Phosphorus, wt. %       ASTM D5185   0.075
Typical test data average values only, minor variations which do not affect product performance are to be expected during normal manufacturing.

DURAGARD® SUPER DIAMOND SYN®  100% SYNTHETIC SAE 0W-40 MOTOR OIL
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Application Specifications:

This product meets, or exceeds the requirements similar to the following manufacturers and global specifications:  

API SN          Approved
ILSAC GF-5          Approved
API SJ, SH, SG, SF         Meets Requirements
API SL           Meets Requirements
API SM           Meets Requirements
ACEA A3/B4           Meets Requirements
BMW Longlife-01          Meets Requirements
Mercedes-Benz MB 229.3, 229.5       Meets Requirements
Porche A40          Meets Requirements
Renault RN0710, RN0700        Meets Requirements
Volkswagen VW 502 00, and Volkswagon VW 505 00  series oils  Meets Requirements
ILSAC GF-4           Meets Requirements

DURAGARD

#1 In Customer Service And Technical Support

Advantage Distributing and Lubricants, LLC
3434 Marion Rd SE
Rochester, MN 55904
1-800-420-1414                  507-289-5555
INFO@ADVANTAGELUBES.COM

READ ENTIRE SDS BULLETIN FOR HANDLING AND SAFETY INFORMATION


